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THIS DRAWING AND DESIGN ARE THE PROPERTY OF TIGG LLC.
AND SHALL NOT BE REPRODUCED IN WHOLE OR IN PART. 
NOR EMPLOYED FOR ANY PURPOSE OTHER THAN 
SPECIFICALLY PERMITTED IN WRITING BY TIGG LLC. THIS 
DRAWING LOANED SUBJECT TO RETURN BY DEMAND.
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SSYYSSTTEEMM  SSPPEECCIIFFIICCAATTIIOONNSS::
• MAXIMUM SERIES FLOW: 225500  GGPPMM
• MAXIMUM PRESSURE: 112255  PPSSIIGG
• MAXIMUM TEMPERATURE: 115500°°FF
• EMPTY VESSEL WEIGHT: 55,,000000  LLBBSS
• VESSEL OPERATING WEIGHT: 2222,,550000  LLBBSS
• PIPE RACK OPERATING WEIGHT: 22,,000000  LLBBSS
• SYSTEM OPERATING WEIGHT: 4477,,000000  LLBBSS
 
FOR VESSEL INFORMATION SEE DRAWING # CP-5K-6-GA-001
FOR P&ID SEE DRAWING # CP-5K-6-PL-001
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 3" CARBON DISCHARGE

 4" BACKWASH INFLUENT

 4" PROCESS EFFLUENT

 4" PROCESS INFLUENT

 4" BACKWASH EFFLUENT
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